ARISTA

1CC6

6" Vertical Incandescent Cylinder

150V
MA
s
A Lamp EZ
PAR E2
Housing Matrix | Example : 1CC6-B(-P24
Series Housing Finish Reflector Mounting Lens Options
A B D
A | Series D | Mounting
1CC6 | 6"Vertical Cylinder -P24 | Pendant 24"
-WB | Wall Bracket
B | Housing Finish S | Surface
-N | Natural Aluminum Powder Coat E | Lens Ontions
-W | White Powder Coat P
-B | Black Powder Coat -AB | Albalite
-SB | Sand Blasted
- -PR | Prismatic
Reflector Finish
C | Reflector Finis R | Fresnel
C | Clear -CR | Clear Tempered
HZ | Haze -FSP | Frosted Spot
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Specifications
PENDANT
t ICC6
B r 5
A-6"%"
B-13%"
-6
D-8
SURFACE
l C l
D
WALL MOUNT
Description: Mounting:
Architectural incandescent cylinder with - Ceiling mount for direct installation to 3" and 4”
specification grade reflector available with 6 octagon junction box or 4” square junction box.
inch aperture. Standard mounting options are: - Wall mount bracket for installation to 4”
surface mount, wall mount and 24" pendant octagon or square junction box.
, consult factory for custom pendant lengths. - 24" pendant stem with canopy, consult factory
(ylinders can be ordered with an optional lens for custom lengths.
where required.
Finishes:
Lamp: Cylinder housings are available in standard,
A19 100W max. powder coated finishes including natural
PAR30 75W max. aluminum, or white or black. Consult factory for
PAR38/A21 150W max. (8" Cylinder only) custom finishes and additional reflector options.
Socket: Listing:

E26 medium base

Features:

- Durable aluminum spun housing

- Reflector options designed to optimize vertically
mounted lamps

- No visible hardware

- Available for surface, Pendant or wall mount

- 24" pendant stem with canopy, consult factory
for custom lengths.

- Gasketed lens options

NRTL listed for thru-branch wiring and damp
locations. For non-IC recessed installation. NRTL
listed to US and Canadian standards.
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Catalog#: ICC600A19 100W

Description: Intense Lighting Six Inch Incandescent Veritcal Housing

Lamp: Philips Duramax 100W A/WL

Total Input Watts: 102.3 at 120.0 Volts

1550 Lumens per lamp

Catalog Number

Type

Notes

Zonal Lumen Summary

Zonal Lumens and Percentages

Coefficients of Utilization

Distribution Curve

Zone (P | Lumens Zone | Lumens | %Lamp | %fFixture Effective Floor Cavity Reflectance= .20
0 596 030 | 47213 | 305 57 RC 30 70 50 30 0
10 583 57 0-40 | 711.49 | 459 85.9 Wall Reflectance
20 575 162 0-60 | 82138 | 53 99.2 Rw 705030 10{70 5030 1050 30 10]50]30]10] 0
30 493 254 0-90 | 82817 | 534 100 116059 |57 [56(59]58]|56]55]55|54|53|53]53]52]49
4 265 240 90-180 | 0 0 0 2 |57|54[52(50|56]53]51|49|51|50]48]50]48]47 |45
50 35 9 0-180 | 82817 | 53.4 100 2| 3 |54]50|47(45(53] 49|46 |44 (48|45 4446 |4a| 43| 1
60 5 2 Total Luminaire Eficency=53.4% S| 4 | 51|46 |43 [ 40| 50|45 |42 (40| 44|42 [40]43]41]39 38
70 3 4 S| 5 48] 43[39|37 (47 |42(39|37|41(38(36(40]38(36]35
80 2 3 Bl 6 |45[40(36(34|44|39|36(33]38(35[33|38(35(33|32
%0 0 1 S| 7 |42]37]33]31]42|36|33|31|3633|30]35]|32(30|29
8 [40(34[31(28(39]34|31|2833(30(28(33]30] 28|27
9 [38(32(29]26(37]32]28|26|31|28]26(31]28]26 |25
10 [ 363027243530 | 26| 24| 29|26 24|29 | 26| 24| 3
Catalog#: ICC600A21 150W
Description: Intense Lighting Six Inch Incandescent Vertical Housing
Lamp: Sylvania 150W A21
Total Input Watts: 152.1 at 120.0 Volts
2780 Lumens per lamp
Zonal Lumen Summary Zonal Lumens and Percentages Coefficients of Utilization Distribution Curve
Zone (P Lumens Zone | Lumens | %Llamp | %Fixture Effective Floor Cavity Reflectance= .20 <]
0 574 0-30 | 563.58 | 203 319 RC 30 70 50 30 0
0 | s 55 0-40 11057.09) 38 599 Wall Reflectance
2 639 | 467 O-60 | 171851 619 ) 976 Rw [70[50[30]10]70[50[30]10]50[30]10]50]30] 10 0
30 A 090 | 176489 635 100 1|76 |69 | 6665|6967 |65|64]65|63[62]62(61]60]57
40 B2 3% 0180 0 0 0 2 |66 62]58|55|64]60|57|55 5856|5356 54]52]50
50 410 453 0-180 [1764.89 | 63.5 100 )
0 iy o Total Luminaire Effiiency= 63.5% B 3 |61(55 |51 (48|59 (54| 5047|5349 46514846 |44
S| 4 [56(50(45|41(55| 49| 45| 41| 47| 44| 41| 46| 43| 40|38
70 8 35 S| 5 |52|45]|40|36 |51 44]39(39]43]30|36]42]38 3534
80 4 6 S| 6 |48]41]35]32]47|40|35[32|3935|31]38]34(31(30
Ll 0 3 8| 7 |45 |37 (32|28 |44 (36|31 |28 35|31 (28|34 (31|28 26
8 [41(34[29|25(41]33]28|25|32(28|25(32]28] 25|23
9 [39(31|26]22|38(30|26|22(30]|25[22]|29|25] 22|
10 [36]28]23]20|35]28] 23] 20|27 |23]20]27]23] 2019
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