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Housing Matrix | Example : (CCM8070E-NC-WB
Series Lamp Ballast ~ (ylinderFinish ~ Reflector ~ Mounting  Lens Option
A B C D E F G
A | Series E | Reflector Finish
1CCM8 | 8 "Vertical Cylinder C | Clear Alzak®
HZ | Haze Alzak®
B | Lamp
050 | 50WED-17 022 | Pendamt 26
070 | 70W PARSOMH -w4 V\*;“”a"‘ k4
70W PAR3BMH “WB | Wall Bracket
70W ED-17 -S | Surface
¢ | Ballast G | Lens Option
E | Electronic 1207277V AB | Albalite
-SB | Sand Blasted
-PR | Prismatic
D | Cylinder Finish FR | Fresnel
-N | Natural Aluminum Powder Coat -(R | Clear Tempered
-W | White Powder Coat -FSP | Frosted Spot

-B | Black Powder Coat
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ﬂ p
ICcr8 PENDANT
ﬁ A-6%"
B B-15"
C-7%"
D-9%"
SURFACE
| C |
D
WALL MOUNT
Description: Finishes:

Architectural HID metal halide cylinder with
specification grade reflector available with 8 inch
aperture. Standard mounting options are: surface
mount, wall mount and 24" pendant, consult
factory for custom pendant lengths. Cylinders can
be ordered with an optional lens where required.
Unprotected lamps require a lens.

Lamp:

PAR30MH 39W / 70W
PAR38MH 70W
ED-17 50w/ 70W

Socket:
E26 medium base socket for metal halide lamps.

Features:

- Durable aluminum spun housing.

- Reflector optics designed to optimize vertically
mounted lamps

- No visible hardware.

- Surface mount, pendant mount and wall
mount available.

- Pendant mount is standard 24" length, consult
factory for custom pendant lengths.

- Regressed lens option

Cylinder housings are available in standard,
powder coated finishes including natural
aluminum, or white or black. Consult factory for
custom finishes and additional reflector options.

Ballast:

High power factor electronic HID metal halide
ballast.

- 120V or 277V input voltage at 50/60Hz

- High power factor

- Harmonic distortion < 15%

- Thermally protected

- Minimum ballast temp = -15°C

- Sound rated A

- NRTL listed

Mounting:

- Ceiling mount for direct installation to 3" and 4”
octagon junction box or 4” square junction box .

- Wall mount bracket for installation to 4”
octagon or square junction box.

- 24" pendant stem with canopy, consult factory
for custom lengths.

Listing:

NRTL listed for thru-branch wiring and damp
locations. For non-IC recessed installation. NRTL
listed to US and Canadian standards.
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ARISTA

Catalog#: IHM8070E
Description: Intense Lighting Eight Inch Vertical HID Metal Halide. 70W Electronic 120V
Lamp: USHIO MH70/C/U/MED/CW/PS
Total Input Watts: 93.1 at 120.0 Volts
5700 Lumens per lamp
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Zonal Lumen Summary

Zonal Lumens and Percentages

Coefficients of Utilization

ARISTA R-040610 P-127

Zone ) Lumens Zone | Lumens | %Lamp | %fFixture Effective Floor Cavity Reflectance= .20
0 2899 030 |2037.97| 358 619 RC 80 70 50 30 0
10 2752 274 0-40 |2872.95| 50.4 873 Wall Reflectance
20 2529 734 0-60 |3267.98| 573 993 Rw|70]s0]30]10]70]50]30]10]50[30]10]50[30]10] 0
30 1818 1032 0-90 |3289.74| 57.7 100 1 |65]64|62(61|64]|62|61[60[60|59|58|58]57]56]53
40 863 835 90-180 | 0 0 0 2 |62(59(56(54(60(58|56|54|56|54|52]|54]|53]51]49
50 183 341 0-180 |3289.74] 57.7 100 S| 3 [s58]54|51[49]57|5461(48[5250](48 5149|4745
60 18 55 Total Luminaire Efficency= 57.7% S| 4 | 55| 50|47 44| 54|50 47| a4| 49|46 44| 47|45 43|02
70 8 1 S| 5 |52(47|43| 41|51 46|43 |40|45|42[40|44|42(30]|38
80 5 7 Bl 6 |49|44|40|37(48|43]40(37]|42(39(37]|41(39(37|36
90 0 4 S| 7 [46|41|37(34 464037 |34] 40|36 343936 34|33
8 |44(38(34(32(43(38(34(32(37|34(32]3634]32]31
9 |42(36(32(30(41(35[32(30|35(32(29|34|31|29]28
10 403430 28(39]33(30(28(33|30]27(32(29]|27|27
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