ARISTA

IFH8 /1(890

8" Horizontal Compact Fluorescent / Open Reflector

Housing Matrix | Example : IFH8226-LUT-27-EM2-13

Series Lamp Ballast Options
A C D
A | Series C | Ballast
IFH8 | 8" Compact Fluorescent E | Electronic 120/277V
Horizontal E-347 | Electronic 347V
-ADV | Advance Dimming 120V
B | Lam -ADV-27 | Advance Dimming 277V
P -LUT | Lutron Dimming 120V
13 | (1) 13WDTT -LUT-27 | Lutron Dimming 277V
18 | (1) 18WDTT
26 | (1) 26W DTT/TRT .
32| (1)32WTRT D | Options
42 | (1)42WTRT -1100 | C-Channel Bar Hanger
213 | (2) 13WDTT -1200 | Flat Bar Hanger
218 | (2) 18WDTT -1400 | Wood Joist Bar Hanger
226 | (2) 26W DTT/TRT -EM | Emergency 650 Im Max
232 | (2)32WTRT -EM-13 | Emergency 1300 Im Max
242 | (2) 22WTRT -EM2 | Emergency 650 Im Max w/
Integral Reflector Test Switch
-EM2-13 | Emergency 1300 Im Max w/
Integral Reflector Test Switch
Trim Matrix | Example : IC890C-SFW
Series Reflector Color Reflector Finish Flange Decorative Option
A B C D E
A | Series C | Reflector Finish
1€890 | 8”Open Reflector blank | Specular
VC | Visual Comfort
B | Reflector Color
C | Clear? D | Flange
HZ | Haze® -SF | Self Flanged
WHT | Wheat* -SFW | Self Flanged White
PWT | Pewter*
GR | Graphite* E | Decorative Option
MO | Mocha*
G | Gold* See Next Page For Options
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Description:

Horizontal compact fluorescent downlight
provides superior performance. Designed for use
in medium to high ceiling heights. Applications
include retail, commercial and hospitality.

Reflector Optics:

Specification grade Alzak® reflector, 1.5mm
thickness available in multiple architectural
finishes. Specular finish is standard, matte
diffused VC (visual comfort) option is available
for all finishes excluding haze. Architectural,
indiscrete polished self flange is standard.
Optional painted white flange is available. Alzak®
reflector is made in the USA.

Socket:
Universal G24 4-Pin

Mounting Frame:

Frame is constructed from heavy duty galvanized
steel. Contains universal mounting brackets.
C-channel bars and EMT are the preferred system
for t-bar ceilings and flat are ideal for hard
ceilings.

Accessories:
Reflector is compatible with decorative drop
accessories

Listing:

NRTL listed for thru-branch wiring and damp
locations. For non-IC recessed installation. NRTL
listed to US and Canadian standards.
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Ballast:

Electronic Advance SmartMate

Universal 120/277V electronic smart ballast to
operate 1and 2 lamp configurations from 13W to
42W. Programmed rapid start design will preheat
lamp cathodes before applying full arc voltage.
End of life protection circuitry ensures safe
operation throughout entire lamp life cycle. 18°C
minimum starting temp

Dimming:

Advance Mark X and Lutron Hi-Lume dimming
ballast provide continuous, flicker free dimming
from 100% to 5% for 18W-42W 4-pin lamps.
Programmed rapid start design will preheat lamp
cathodes before applying full arc voltage. End of
life protection circuitry ensures safe operation
throughout entire lamp life cycle. 10°C minimum
starting temp

Emergency:

-U.L.and C.U.L Listed

- Long-Life High-Temperature Recyclable
Ni-Cad Battery

- Painted Steel Case

- 90-Minute Emergency Operation

- Includes Test Switch/Charge Indicator
Accessory Kit

- Dual Voltage 120/277V, 60Hz

- Time Delay Enhancement

- Open Circuit Isolation

- 5-Year Warranty

Notes:

1-13W dimming only available in Advance Mark VII. Consult factory.

2- Clear reflector only available in specular finish.
3 - Haze reflector standard in visual comfort finish.

4 - Available by special order. Consult factory for lead time. Minimum order may apply.
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ARI S i’ I ‘ A ¢ Catalog Number Type
Decorative Drop Accessories Wotes
Arista® decorative elements are compatible with 6” and 8" open reflectors. A variety of materials
are available in multiple colors and finishes. Customize and create your environment with the
options below.
Ordering Information:
Add accessory part number to the end of reflector part number. (Example IC680C-SF-D1R)
ORDERING INFO DESCRIPTION oD D THICKNESS
6" AcrylicRing 17" Red 7%" 5%" V8"
-D1IR
8" AcrylicRing 135" Red 9%" 6%" "
6" Oversized AcrylicRing 2 %" Red 1% 3% V"
-D2R
8” Oversized AcrylicRing 2 %" Red 9% 4 "
6" AcrylicRing 174" Blue 7% 515" W
-D1B
8" AcrylicRing 13" Blue 9% 67" %"
6" Oversized AcrylicRing 2 %" Blue %" 3% "
-D2B
8" Oversized AcrylicRing 2 %" Blue 9%" 4 '
6" AcrylicRing 1%" Green %" 5% "
-D1G
8" AcrylicRing 13" Green 9%" 6%" V8"
6" Oversized AcrylicRing 2 %" Green 1%" 3% %"
-D2G
8" Oversized AcrylicRing 2 %" Green 9%" 4 "
6" Glass Drop with Sandblasted Ring %" NA 532"
-D5
L 8" Glass Drop with Sandblasted Ring 9% NA 57"
. 6” Glass Drop with Sandblasted Ring 7%" NA 32"
4 ~
-D6
' 8" Glass Drop with Sandblasted Ring 9%" NA 52"
: - 6" Glass Drop with Sandblasted Ring %" NA %"
¥ !
-D7
i 8" Glass Drop with Sandblasted Ring 9%" NA 55"
i-" - — 6” Glass Ring 174" %" 5% 532"
frg : -D8
] 8" Glass Ring 1%" 9" 614" a2
F -~ 6" Oversized Sandblasted Glass Ring 2 /5" %" 3% %"
" . B -D9
T 8" Oversized Sandblasted Glass Ring 2 %" 994" 4" 2"
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Catalog#: IFV818E Notes
Description: Intense Lighting Eight Inch Compact Fluorescent Vertical Housing. Advanced (1) 18W Electronic 120/277V
Lamp: One 18-watt triple twin tube compact fluorescent, Sylvania

Total Input Watts: 19.39 at 120.0 Volts
1200 Lumens per lamp

Zonal Lumen Summary Zonal Lumens and Percentages Coefficients of Utilization Distribution Curve
Zone (P | Lumens Zone | Lumens | %Lamp | %fFixture Effective Floor Cavity Reflectance= .20
0 457 030 [ 3478 | 29 34 RC 80 70 50 30 0
10 463 45 0-40 | 542.68 | 45.2 67.8 Wall Reflectance
20 410 12 0-60 | 786.54 | 655 98.2 Rw 705030 10{70 5030 1050 30 10]50]30]10] 0
30 368 182 0-90 | 800.63 | 66.7 100 1 |75|73 |71 (69| 73| 7169|6868 |67 |66|66]65]64]60
4 251 195 900118800 80863 627 120 o| 2 |7066]62 6068 |65 62(59 62|60 5860 |58 ]56]54
30 158 154 - i : | 3 |65]|60(56(52|64]|59|55](52(57|54|51|55]52(50]48
0 | 4 | o Total Luminaire Eficency=66.7% S| 4 [61[54]50( 46|59 |53 |49 46| 52| 48| 5|51 |47 |25 |3
70 3 3 S| 5 [56]50(45|41[55|49 (44414844 (40|46 |43|40]38
80 0 2 Bl 6 |53[45|40(37|52|45]40(37]44]39(36]43(3936]35
%0 0 0 S| 7 |49]42|37|33|48|41[36(33|403633]39]35(33|31
8 |46(38(33(30(45(38(33(30|37(33(30(36(33(30]28
9 |43(36(31|27(43(35(31 (273430 |27|34|30| 27|26
10 |41]33]28]25(40(33]28|25[32[28[25[31]28]25|24
Catalog#: IFV826E
Description: Intense Lighting Eight inch Compact Fluorescent Vertical Housing. Advanced (1) 26W Electronic 120/277V
Lamp: One 26-watt triple twin tube compact fluorescent, Sylvania
Total Input Watts: 28.3 at 120.0 Volts
1800 Lumens per lamp
Zonal Lumen Summary Zonal Lumens and Percentages Coefficients of Utilization Distribution Curve
Zone (P Lumens Zone | Lumens | %Llamp | %Fixture Effective Floor Cavity Reflectance= .20 <]
0 686 030 | 521321 29 45 RC 80 70 50 30 0
10 695 68 0-40 | 81336 | 452 67.8 Wall Reflectance
;8 g;g ;?; ggg 11117989'_385 22? 9125 Rw|70[50]30]10]70]50]30]10]50]30[10]5030]10] 0
0 76 293 90150 | 0 0 0 1 |75[72(70|69 |73 |71 |69 |68|68|67|65|63|63|62]|60
% 226 20 0180 | 1998 | 667 100 o| 2 [70(66|62|60 68 65|62(59|62 605858575554
p p 6 Total Luminaire Effciency=66.7% B[ 3 [65|6055|52)64|59|55]52|57|54 5154514948
Z| 4 |61]54]50 (46|59 |53|49|46|52|48 |45 (49 |46 |44 |43
70 5 2 S| 5 |56(49|45|41|55]|49 |44 |41|47]43|40]45]42]40]38
80 0 2 S| 6 |53[45]|40(37|52|45|40|37| 44|39 3642383635
Ll 0 9 8| 7 (4942|3733 |48 |41 |36 |33 |40 |36 (3338353231
8 |46(38(33(30(45(38(33(30|37(33(30(36(32(30(28
9 |43(35(31|27|42(35(31|27(34|30(27(33(30]27 |26
10 [41[33]2825[40(33]28]25|32[28]25]3127|25]24
Catalog#: IFV832E
Description: Intense Lighting Eight Inch Compact Fluorescent Vertical Housing. Advanced (1) 32W Electronic 120/277V
Lamp: One 32-watt triple twin tube compact fluorescent, Sylvania
Total Input Watts: 33.00 at 120.0 Volts
2400 Lumens per lamp
Zonal Lumen Summary Zonal Lumens and Percentages Coefficients of Utilization Distribution Curve
Zone P Lumens Zone | Lumens | %Lamp | %Fixture Effective Floor Cavity Reflectance= .20
0 914 0-30 | 69505 29 45 RC 80 70 50 30 |o
10 926 % 0-40 11084511 45.2 | 678 Wall Reflectance
20 819 243 060 1571321 65.5 %3 RW |70 [50{30(10{70|50|30[10[50(30{10{50(30]10]0
30 736 364 050 11599.25) €65 100 1|75]|72(70(69(73|71|69|68|68 |67 |65|66]65]64]60
40 501 39 900'%’ 1592 % 62 6 180 o| 2 |70|66]62|60|68|65|62]|59|62|60 58|60 58|56 |54
I el e e | B A A A A
z
70 6 26 S| 5 [56]49|45(41(55(49|44)|41|47 (43 (40|46 |43]40]38
80 0 3 Bl 6 |53[45|40(37|52|45]40(37]44]39(36]43(3936]35
%0 0 0 S| 7 |49]42]37|33|48| 41|36 (33|40 36 33]39]35(33|31
8 |46(38(33(30(45(38(33(30|37(33(30(36(32(30(28
9 |43(35(31|27[42(35(31 (273430 |27|34|30| 27|26
10 |41]33]28]25(40(33]28|25[32[28[25[31]28]25|24
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